
H

W

W 

H
 

L

1

2

3

4

5

6

7

8

9

10 11 12

1314

H

N
R

S

L

W

15 16

150LB

L

15 20 25 32 40 50 65 80 100 125 150 200 250 300 350

1 11 /4 2 3 4 5 6 8 10 12 14

H

W

11 /2 12 /2

mm

in

Pressure

Size

Weight

108 117 127 140 165 203 241 292 356

520

320

75

406 495 622 698 787216

120 140 140 180 200 220 260 280 300 340 400 450 450 450

18 30 35 55 104 200 300 390 610

241 241 241 280 286 368 387 400 457 609 698 762 876 990

4 5 6 10 13

1/2 3/4

300LB

15 20 25 32 40 50 65 80 100 125 150 200 250 300 350

1 11 /4 2 3 4 5 6 8 10 12 1411 /2 12 /2in

152 178 203 215 229 267 292 318 356 400

610

320

115

444 559 622 711 762

120 140 140 180 200 220 260 280 300 340 400 450 450 450

241 241 283 320 322 399 438 450 584 660 762 850 1085 1187

25 30 52 88 160 259 420 595 8766 7 10 15 20

1/2 3/4

Pressure

L

H

W

mm
Size

Weight

900LB

15 20 25 32 40 50 65 80 100 125 150 200 250 300 350

1 11 /4 2 3 4 5 6 8 10 12 1411 /2 12 /2

229 229 254 279 305 368 419 381 457 559 610 737 838 965 1029

569

250

65

430

320

75

635

350

120

774

450

200

1040

600

410

1330

720

790

1560

760

1300

280

160

10

330

160

16

350

180

23

430

180

37

508

250

49

860

550

350

1650

820

1500

1780

890

1800

1/2 3/4in

Pressure

L

H

W

mm
Size

Weight

600LB

15 20 25 32 40 50 65 80 100 125 150 200 250 300 350

1 11 /4 2 3 4 5 6 8 10 12 1411 /2 12 /2

165 190 216 229 241 292 330 356 432 508 559 660 787 838 889

430

180

480

250

508

250

635

350

914

450

1016

500

1219

600

240

140

280

140

320

160

320

160

390

180

750

400

1330

720

1560

760

1/2 3/4in

Pressure

L

H

W

mm
Size

Weight 35 50 90 150 300 510 8507 10 16 22 29 230 1120 1400

 

The material is according to ASTM standard.

Design and manufacture: API 6D API 608, ANSI B 16.34 OR BS 5351

Face to face dimensions: ANSI B 16.10

End flange dimensions: ANSI B16.5 API 6D 

Full or reduced bore, two piece

RF and RTJ flange ends to ANSI B 16.5 standard.

BW flange ends to ANSI B16.25 standard.

FIRE-SAFE: API 607, API 6FA

Anti-static 

Lever 

Connection dimensions of worm gear actuator, electric actuator, pneumatic actuator to ISO 5211 standard.

Part Name 
Carbon steel Stainless steel 

WCB LCB CF8 CF8M CF3MCF3

1

2

3

4

5

6

7

8

9

10

11

12

13

14

L-body 

R-body 

Ball

Stem 

Seat Ring 

Gasket 

Stem seat 

Small spring

Small ball 

Gland 

Gland flange 

Stem packing 

Bonnet bolt 

Bonnet nut  

A216 WCB

A216WCB

A105/Ep.Cr

A182 F6

A352 LCB

A352 LCB

A182 F304

A182 F6

A351 CF8M

A351 CF8M

A351 CF8M

A182 F316

A351 CF8

A351 CF8

A351 CF8

A182 F304

A351 CF3M

A351 CF3M

A351 CF3M

A182 F316L

A351 CF3

A351 CF3

A351 CF3

A182 F304L

PTFE or POM

PTFE or Stainless steel and Graphite 

PTFE PTFE PTFE PTFE PTFE PTFE 

17-17PH(inconel for NACE) Ni-Cr  Alloy 

A182F304   A182F316

A182 F6

A216 WCB

A182 F6

A352 LCB

A182 F304

A351 CF8

A182 F316 

A351 CF8M

A182  F304L

A351 CF3

A182  F316L

A351 CF3M

PTFE or Graphite 

A193 B7 A320 L7 A320 B8 A193 B8M

A194 2H  A194 4  A194 8

Design and manufacture

Inspection

 : BS5160

Face-to-face : ANSI  B16.10

Flanged end : ANSI  B16.5

 end fect: API 598

IREH VALVE IREH VALVE

NO.


